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0° 90°180° 360°270°

-
voltage output

Impulses per revolution
Operating voltage
Operating current
Deviation of pulse width

Output signal
Phase quadrature

Pull-up resistor
Output type

yes

90°
2 square wave signals

max. 15°
max. 12 (U=12V)
UN=12(5⋯ 24)
2,channels A and B

-
-

mA
VDC
ppr

-

Operation temperature
Signal decay time
Signal rise time
Output voltage(low level)
Deviation of phase shift -

VDC
ns
ns
" -40⋯ +85

60
85
max. 0.4 (20mA)
max. 15°

Pin 1 motor
Pin 2 motor
Pin 3 hall GND
Pin 4 hall 12V
Pin 5 hall A
Pin 6 hall B
Pin E Ground

Wire Define:

6
5

4 3
2

1

-40 - +80°C
IP54

24 VDC

Noises
IP Class
Temperature

Rated Current
Rated Voltage

1.2 A

60 dB

Rated Output Speed
Rated Output Torque

Holding Torque
Tilting Moment Torque Max.!

Tracking Precision
Ratio of Worm Gear
Radial Load Max.!
Axial Load Max.!

0.048 rpm
400 N.m 295 lbf.ft
500 N.m 369 lbf.ft
2000 N.m 1475 lbf.ft

15 kN
30 kN

3372 lbf
6744 lbf

62:1
0.2°
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